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SWD-Q5-Ft-M 0A7700D

Single needle lockstitch machine equipped with servo  
motor in the head. Equipped with stepper motor for the 
movement of the feed dog and presser foot lifter.  
Equipped with thread trimmer, presser foot lifter, thread 
wiper, USB port and LED light. Possibility to combine  
different stitch lengths to make 9 types of decorative  
programmed stitches. For fine/medium materials, maximum 
stitch length 5mm.

SWD-Q5L-Ft-M 0A7700E

Single needle lockstitch machine equipped with ser-
vo motor in the head. Equipped with stepper motor for 
the movement of the feed dog and presser foot lifter. 
Equipped with thread trimmer, presser foot lifter, thread 
wiper, USB port and LED light. Possibility to combine  
different stitch lengths to make 9 types of decorative  
programmed stitches. Equipped with sewing equipment 
for heavy materials, maximum stitch length 6.3mm.
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SWD-Q5-Ft-M
x1 DPx1:1-14 5 / 13 √ √ √ √ √

5 mm 5.000 PPM

SWD-Q5L-Ft-M 6.3 mm 4.500 PPM
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• 9 types of programmed stitches
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• Automatic adjustment of the machine for sewing of all types of light to
heavy materials
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• Backtack stepper motor and
presser foot lifter.


